
Es gelten die Allgemeinen Geschäftsbedingungen der ölwerk GmbH. Technische Änderungen sind vorbehalten.

ölwerk Ölpressen // Modelle 2019

Einsatzgebiete Lebensmittelherstellung, Pharmazeutik, Kosmetik, Produktion von Chemieerzeugnissen, Energieerzeugung

Lieferumfang Ölpresse inklusive Presseinheit (Seiher, Presskopf, Presskopfhalter, Schnecke, Kontermutter, Presskopfheizung), 6 Pressdüsen, Edelstahltrichter mit Eingriffschutz, Montagewerkzeug, Anleitung

ow 400 w-inoxow 100 s-inox ow 510 s-inoxow 500 s-inox

Bauart

Pressverfahren

Anzahl möglicher Saaten

Material Presseinheit

Material Fuß

Gewicht

mit Silo kombinierbar

Maße mit Trichter (cm) L x B x H

Kapazität (saatenabhängig)

Leistung

Reinigung Presseinheit im Geschirrspüler

Presskopfheizung integriert

Pressspaltverstellung variabel

Drehzahlregelung stufenlos

Getriebe

Elektroinstallation spritzwassergeschützt

Motorschutzschalter separat

Schneckenpresse

Kalt- / Warmpressverfahren

über 100

medizinischer Edelstahl 
gehärtet

Edelstahl

68 kg

87 x 33 x 55

Aufsteckgetriebe

1,5 kW / 230 V

bis zu 25 kg/h

Lager lebensmittelgeeignet

Anzahl Pressdüsen im Zubehör

Nussschnecke separat erhältlich

Presskopf teilbar

Schaltkasten Edelstahl

Digitalanzeige Pressgeschwindigkeit

Optimierte Presseinheit / erhöhter Durchsatz

Temperatursteuerung digital
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Presseinheit lebensmittelgeeignet

Schneckenpresse

Kalt- / Warmpressverfahren

über 30

medizinischer Edelstahl 
gehärtet

Edelstahl

47 kg

80 x 25 x 57

Aufsteckgetriebe

0,75 kW / 230 V

bis zu 14 kg/h
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Schneckenpresse

Kalt- / Warmpressverfahren

über 100

medizinischer Edelstahl 
gehärtet

Edelstahl

68 kg

87 x 33 x 55

Aufsteckgetriebe

1,5 kW / 230 V

bis zu 25 kg/h
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Schneckenpresse

Kalt- / Warmpressverfahren

über 50

medizinischer Edelstahl 
gehärtet

Edelstahl

62 kg

87 x 32 x 54

Aufsteckgetriebe

1,5 kW / 230 V

bis zu 20 kg/h
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GERMANY
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Schneckenpresse

Kalt- / Warmpressverfahren

über 100

medizinischer Edelstahl 
gehärtet

Edelstahl

310 / 330 kg

120 / 130 x 46 x 88

Aufsteckgetriebe

5,5 bzw 7,5 kW / 400 V

bis zu 140 kg/h

     *

nicht notwendig / Universalschnecke

7

*zusätzlich integriertes Modul zur Messung der Ölaustrittstemperatur



The general terms and conditions of ölwerk GmbH apply. Technical changes are reserved.

oelwerk oil presses // models 2019

fields of application food production, pharmaceuticals, cosmetics, chemical productions, power generation

scope of delivery Oil press including press unit (strainer, press head, press head holder, screw, lock nut, press head heating), 6 press nozzles, stainless steel funnel with protection against interference, assembly tool, instructions

ow 400 w-inoxow 100 s-inox ow 510 s-inoxow 500 s-inox

design type

pressing process

number of possible seeds

material press unit

material stand

weight

combinable with silo

dimensions with funnel (cm) L x W x H

capacity (depending on seed)

power

press unit cleaning in the dishwasher

integrated press head heating

variable pressing gap adjustment

stepless speed control

transmission

electrical installation splash-proof

motor protection switch separately

screw press

cold /w arm pressing

over 100

medical stainless steel
hardened

stainless steel

68 kg

87 x 33 x 55

shaftmounted gearing

1.5 kW / 230 V

up to 25 kg/h

food safe bearing

numder of press nozzles in the accessoires

nut screw avaiklable (sold separately)

press head divisible

control box stainless steel

digital display press speed

digital temperature control
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food safe press unit

screw press

cold / warm pressing

over 30

medical stainless steel
hardened

stainless steel

47 kg

80 x 25 x 57

shaftmounted gearing

0.75 kW / 230 V

up to 14 kg/h
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screw press

cold / warm pressing

over 100

medical stainless steel
hardened

stainless steel

68 kg

87 x 33 x 55

shaftmounted gearing

1.5 kW / 230 V

up to 25 kg/h

6

screw press

cold / warm pressing

over 50

medical stainless steel
hardened

stainless steel

62 kg

87 x 32 x 54

shaftmounted gearing

1.5 kW / 230 V

up to 20 kg/h
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screw press

cold / warm pressing

over 100

medical stainless steel
hardened

stainless steel

310 / 330 kg

120 / 130 x 46 x 88 

shaftmounted gearing

5.5 bzw 7.5 kW / 400  kW

up to 140 kg/h

     *

not necessary / universal screw
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* additionally integrated module for measuring the oil outlet temperature

optimized press unit / increased throughput




